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ENERGY VERY ENDURE

CR2430

Lithium Manganese Dioxide
(Li-MnO2) Coin Batteries

1.TEMPERATURE CHARACTERISTICS

Dimensions(mm.
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2. OPERATING VOLTAGE VS. LOAD RESISTANCE

Nominal capacity (15K Q, 2.0V off) | 280mAh
39 60C
Nominal voltage 3.0V 3.0 — T
2 18 '/)V
Max. constant current 6mA % 2.6 e f20C
S0
Max. pulse current 25mA = 9.9
Operating temperature -20~+70°C
Load: (KQ) 2 T 10 20 00 6 10
Weight 4.5g ) 2 105 03 02 01 005 003
3. CAPACITY VS. LOAD RESISTANCE
WARNING 300
. . . T T —
® Do not short-circuit between"+"and"-" terminals. 950 6(]%5’:,,———/
~ 1
® Do not charge, damage the battery or throw < \(
it into fire. i o 20C
2150 10C
B Do not solder directly on the battery. Please 0 .
jon
use wire or nickel sheet by spot welding. S “
B Take out the battery when discharged to Cut off voltage: 2,0V
0
cut-off voltage, and dispose of according to load: (i) L 2 34 6 10 20 3040 60 100
(wd) 2 105 03 02 01 005 0.0

the national and local laws.
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